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Ref-024 Brand Pillar

M64 lifting eye nut
LOGO:

• 219×7 seamless steel pipe (inside)

• Main support: 60×30 square steel pipe

• Secondary support: 30×30 square steel pipe

• Bracket: 1.5mm galvanized plate

Pressing plate: 2mm 304 stainless steel

Bottom plate: 5mm stainless steel, 20mm profile height, LOGO area 

40mm high, middle area 50mm high, text with film

Built-in LED double-sided light, 6500K

Lamp box (filling station):

• Support: 30×30 square steel pipe

• Edge strip: 1.5mm 304 stainless steel

• Bottom plate: 4mm stainless steel, 20mm profile height, 

middle curved 30mm, text with film
• Built-in LED double-sided light, 6500K

Ø377×10 Q355 galvanized steel pipe, Sinopec gray sand spray finish

Flange: 20mm thick galvanized steel plate, welded for strength, 

Sinopec gray sand spray

M20×25 hex bolt

Ø426×10 Q355 galvanized steel pipe, Sinopec gray sand 

spray finish

Right View Front View

Bottom connection port, internal power supply

Cable outlet hole

Bottom plate: 30mm galvanized steel plate cut and folded, 

ensuring weld strength

M30 lifting eye nut

Support base: 1.5mm galvanized plate, 

painted Sinopec gray

Bottom plate: 2mm 304 stainless steel

Panel: 5mm milky acrylic, pressed

Bottom plate height: 20mm, LOGO area 

40mm, middle area 50mm, text with film

Internal pipe: Ø219 seamless steel pipe

Main support: 60×30 welded square steel pipe

LED double-sided light, 6500K

Secondary support: 30×30 welded square steel pipe

LOGO plate: 20mm steel plate, welded, with M24 

holes

Connection plate: 20mm steel plate, welded, 

with M24*80 bolts

Edge strip: 1.5mm 304 stainless steel

Panel: 4mm milky acrylic, pressed, bottom 

height 20mm, middle curve 30mm, text with 

film

8mm thick reinforced glass

Secondary support: 30×30 welded steel pipe

Panel: 5mm milky acrylic, pressed

Bottom: 20mm; LOGO area: 40mm; middle: 

50mm; text with film

LOGO connection: 20mm steel plate, welded, 

M24 holes

Connection plate: 20mm steel plate, 

welded, M24×80 bolts

Ø377×10 Q355 hot-dip galvanized 

seamless steel pipe, surface coated with 

Sinopec gray sand spray

Ø377×10 Q355 hot-dip galvanized 

seamless steel pipe, surface coated with 

Sinopec gray sand spray

Edge strip: 1.5mm 304 stainless 

steel brushed finish

Secondary support: 30×30 square 

steel pipe welded

Panel: 4mm milky acrylic, pressed, 

bottom height 20mm, middle 

curved 30mm, text with film

8mm glass plate welded to main 

support with bolts
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LOGO:

• Inner post: Ø273×7 seamless steel pipe

• Main support: 50×25×2 square steel tube

• Side support: 25×25×2 square steel tube

• Mounting plate: 1.5mm galvanized sheet

• Surface plate: 2mm 304 stainless steel 

brushed finish

• Face panel: 5mm milky white acrylic, depth 

20mm， LOGO area height: 40mm; center 

arc height: 50mm

• Text: vinyl sticker, internal double-sided 

LED lighting, 6500K color temperature

• White area brightness ≥6500K

•LOGO height: 40mm, center section height: 50mm

M30 Lifting Ring Nut

M30 Lifting Ring Nut

LOGO:

• Inner post: Ø273×7 seamless steel 

pipe

• Main support: 50×25×2 square steel 

tube

• Side support: 25×25×2 square steel 

tube

• Mounting plate: 1.5mm galvanized 

sheet

• Surface plate: 2mm 304 stainless steel 

brushed finish

• Face panel: 5mm milky white acrylic, 

depth 20mm，LOGO area height: 

40mm; center arc height: 50mm

• Text: vinyl sticker, internal double-

sided LED lighting, 6500K color 

temperature

• White area brightness ≥6500K

M20 Lifting Ring Nut

LOGO:

• Inner post: Ø219×7 seamless steel 

pipe

• Main support: 40×20×2 square steel 

tube

• Side support: 20×20×2 square steel 

tube

• Mounting plate: 1.5mm galvanized 

sheet

• Surface plate: 2mm 304 stainless steel 

brushed finish

• Face panel: 5mm milky white acrylic, 

depth 20mm，LOGO area height: 

40mm; center arc height: 50mm.

• Text: vinyl sticker, internal double-

sided LED lighting, 6500K color 

temperature

• White area brightness ≥6500K

Lighting Box :

Side support: 25×25×2 square steel tube

Edge strip: 1.5mm 304 stainless steel brushed

Panel: 4mm milky white acrylic, depth

Text: vinyl sticker, internal double-sided LED, 6500K

Lighting Box :

Side support: 25×25×2 square steel tube

Edge strip: 1.5mm 304 stainless steel brushed

Panel: 4mm milky white acrylic, depth

Text: vinyl sticker, internal double-sided LED, 

6500K

Lighting Box :

Side support: 25×25×2 square steel tube

Edge strip: 1.5mm 304 stainless steel brushed

Panel: 4mm milky white acrylic, depth

Text: vinyl sticker, internal double-sided LED, 

6500K

Ø325×9 Q355 seamless steel pipe, hot-dip galvanized 

Surface: Sinopec grey finish

Ø273×7 Q355 seamless steel pipe, hot-dip galvanized 

Surface: Sinopec grey finish

Ø150×7 Q355 seamless steel pipe, hot-dip galvanized 

Surface: Sinopec grey finish

Right View Front View Right View Front View Right View Front View
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Inner edge with embedded LED strip lighting, 6500K cool white

LOGO: 2.0mm aluminum plate + 15mm acrylic + 3mm vinyl film, side-mounted

English letters: frameless front-mount type

Price display: 220×630×25 digital module + 5mm tempered glass

Red panel: 1.5mm folded aluminum sheet, red fluorocarbon finish

White panel: 2.0mm aluminum panel, white fluorocarbon finish

Text panel: 5mm acrylic backing + custom vinyl sticker

(The content shall be adjusted according to the filling station.)

Red profile: 2.0mm folded aluminum, red fluorocarbon coating

Edge panel: 5mm acrylic backing + custom vinyl sticker

Ribs: 10mm steel plate, brushed finish

Main structure: 150×150×10 angle steel + 20mm steel plate, hot-dip galvanized

Right View Left ViewEntrance side Exit side
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Entrance side

Digital display: 750×268×25 Mounting frame: 1.5mm galvanized steel sheet

Lightbox: 10mm folded aluminum panel Display/lightbox mounted with M5 nuts, 

fixed using M5×15 screws
5mm tempered glass

Display/lightbox mounted with M5 nuts, 

fixed using M5×15 screws

Lightbox: 10mm folded aluminum panel

1.5mm aluminum cladding, ST4.2×15 screws, with edge trim.

5mm milky 

white acrylic 

liner

Power mounting plate: 1.0mm folded and welded galvanized steel sheet.

Access door: 1.0mm folded galvanized steel, spring latch with rotation, 

equipped with bullet lock..

M20 lifting ring, red painted

2.0mm red folded aluminum panel, fluorocarbon finish

Inner edge with 6500K LED strip

2.0mm white aluminum front and side panels, 

fluorocarbon coated

Panels fixed with M6×20 bolts (no nails/screws 

allowed), riveted after alignment

Glass frame: 1.5mm galvanized sheet, white painted

5mm ultra-clear tempered glass with UV print & anti-

glare film

Display: 750×268×25

Glass fixed with M5×15 screws

Display frame: 1.5mm galvanized sheet, white 

painted

LED: 6500K cool white

LED strip fixed with M4×15 screws on 5mm acrylic

Panel: 2.0mm white aluminum, fluorocarbon finish

Panel: 2.0mm white aluminum, fluorocarbon finish

Light source backing: 5mm milky white acrylic sheet

Lightbox: 1.0mm folded and welded aluminum sheet, 

white inner coating
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Base: 2mm galvanized sheet, 

Sinopec red (Pantone 185C)

LOGO: 12mm clear acrylic + 

3mm white acrylic, colored 

film on surface

Front Panel: 2mm 

galvanized sheet, 

Sinopec white finish

Display: LED price 

display (P8), covered 

with 5mm clear acrylic

Light Box: Inner 3mm 

milky white acrylic + 

internal LED strip

Bottom Skirt: 2mm 

galvanized sheet, 

Sinopec gray finish

Louvered vent –

air outlet, with 

internal 60-mesh 

insect screen

Louvered vent –

air inlet, with 

internal 60-mesh 

insect screen

Triangular cam 

lock (steel core 

length: 15mm)

M12 Lifting Ring

Base – 2mm galvanized sheet, 

bent and welded, coated with 

Sinopec glossy red (Pantone 

185C)

LOGO – 12mm clear acrylic 

with laser engraving, backed 

with 3mm white acrylic, covered 

with colored vinyl film

Front Shell – 2mm galvanized sheet, 

bent and welded, coated with 

Sinopec glossy white paint

Front – Illuminated lightbox with 

cool white LED modules; front 

covered with 5.0mm frosted acrylic, 

3mm clear PC for rounded-edge 

light diffusion

Directional Arrow – Panel-mounted, 

backed with 3mm red acrylic, built-

in linear LED module

Base Skirt – Made of 2mm 

galvanized sheet, coated in Sinopec 

grey

LOGO: 12mm clear acrylic + 3mm white 

acrylic, with color film

Top Cover: 1mm galvanized sheet, painted

Front Panel: 2mm galvanized sheet, Sinopec white

Mounting Holes: 20×100mm, for M5 expansion bolts

Lightbox: White LED inside, 5mm frosted acrylic + 

3mm clear PC

Price Display Panel: 1mm galvanized sheet

LED Display: P8 outdoor LED module

Arrow Panel: 3mm red acrylic + internal LED strip

Main Frame: 100×50×4mm steel tube

Base Skirt – Made of 2mm galvanized sheet, 

coated in Sinopec grey

2mm white galvanized panel

1.2mm bracket, welded to main post

2mm red galvanized top panel (Pantone 185C)

2mm red galvanized bottom panel (Pantone 185C)

Base – 2mm aluminum plate, bent and 

welded, putty applied, painted with 

Sinopec high-gloss red (Pantone 185C).

Main upright pipe: 100×5×4 galvanized 

rectangular tube.

Mounting Support: 1.2mm bent 

galvanized sheet, welded to main pipe

Face panel: 2mm bent aluminum, welded, 

Sinopec gloss white fluorocarbon paint.

Left ViewFront View Rear view
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