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Double-Column Canopy Scheme (3300x3920x2000mm)
® Double-Column Small Canopy Detail Drawing
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White Panel: 2mm glossy white 3M —J

aluminum composite panel Color: Pantone 186C
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Red Panel: 2mm red aluminum
composite panel (Pantone 186C)

Fuel Grade Signage:: 20mm milky
acrylic, red film front, white-painted
sides, internal LED strip (6500K)

3300

Column (200x200x6 mm)
1 Surface coated with Sinopec high-gloss
easy-clean white fluorocarbon paint
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Sinopec high-gloss easy-clean red
fluorocarbon paint Color: Pantone 186C
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Color: Pantone cool gray 8C
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Note:

According to site requirements, the independent small canopy can be in either single-column or double-column form, made from standard parts, and installed on-site by
hoisting.

1. Top drainage adopts downpipes for water discharge.

2. Fuel product identification consists of independent lightbox letters that illuminate at night.

3. Two custom strip lights are installed at the bottom of the canopy
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Branch pipe: 20*20*2 hot-dip
Tt galvanized pipe

Bottom cladding panel: 2mm aluminum sheet
formed, painted with white bake finish

N i 100*35 linear light, internal LED strip with

relatively high brightness to provide illumination

Top cladding panel: 2mm aluminum sheet formed,
i painted with white bake finish

Reinforcement rib: 2mm aluminum sheet formed

j=)
2
O
b=
=
i T00
H _102
a—3
- -
[ 2
b
: |50 ]
SRR U5 S
a2

Branch pipe: 20*20*2 hot-dip
_____ i galvanized pipe

White shaped part: 2mm aluminum
sheet formed, with a 40*25*2
aluminum frame ring fixed at the top

M6*80 connecting bolt with locking

V20
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Small Canopy — Double-Column

White shaped part: 2mm aluminum sheet
formed, painted with white bake finish, with a
40*20*2 aluminum frame ring fixed at the top
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Top g panel: 2mm aluminum sheet
formed, painted with white bake finish

Concealed 20*10 red silicone soft LED strip

Red decorative strip: 2mm aluminum sheet
formed, painted with red bake finish

M12 lifting eye nut

3mm galvanized sheet with embedded M12 nut Lﬂ

M6*80 connecting bolt with locking

White shaped part: 2mm aluminum sheet formed,
painted with white bake finish, with a 40*25%2
aluminum frame ring fixed at the top

Top keel branch pipe: 20202 hot-dip galvanized pipe

White shaped part: 2mm aluminum sheet formed, painted with
white bake finish, with a 40*25*2 aluminum frame ring fixed at
the top

Bottom cladding panel: 2mm aluminum sheet formed, painted
with white bake finish

Flange plate: 10mm steel
plate welded

60*30*2 galvanized
rectangular tube

M6*80 connecting
bolt with locking
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Double-Column Canopy Scheme (3300x3920x2000mm)
® Double-Column Small Canopy Illustration

Left View Right View

Note: Assembly will be done on-site after transportation; once connected, the entire structure will
be hoisted.

The double-column design is double-sided visible, with top drainage using downpipes for water
discharge.

The columns are made of integral square galvanized pipes; only the foundation needs to be
constructed on-site.

Top View
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Double-Column Canopy Scheme (3300x3920x2000mm)
® Signage Layout Diagram for Double-Column Small Canopy
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Side overall painted glossy red (PANTONE 185C)

Imm galvanized steel back panel, painted white, embedded M4 anchor nut
Installation with M4*20 threaded rod or M4 plastic expansion plug
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[ 578 | 400 | 578 | Spacing adjusted from 210 to 400mm

AUTO
DIESEL

15mm milky white acrylic carving
Surface coated with red reflective film, emits light

SUPER
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Red LED light assembly

| 1162 | character height adjusted to 160 mm

Section Detail

KEROSENE i:

Note:
1.Fuel information is arranged as shown in the diagram.

2.All text is illur'ninat‘ed lightbox lett'erin‘g with ipternal red LED lighting. PETROL PETROL AU TO SUPER
(Refer to following diagram for fabrication details.) 92 OCT 9 5 OCT DI E S E L DI E S E L

3.The island number is made of adhesive vinyl, with a height of 200 mm.
KEROSENE

4 Fuel type lettering uses the Futura font family.
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